
Mohawk Finishing Products 
A Division of RPM Wood Finishes Group, Inc. 

 

Product Data Sheet 
 

Mohawk Ultra™ Bond Waterborne Clear Finish Marker 
M292-0020 (Matte), M292-0040 (Satin), M292-0060 (Semi-gloss), M292-0080 (Gloss) 
 

Product Description:  Mohawk Ultra™ Bond Waterborne Clear Finish Marker produces a 
durable, chemical resistant, water clear finish for use on flooring, cabinets, furniture and many 
other surfaces. Has excellent adhesion on most hard to adhere to finishes such as urethane, UV and 
aluminum oxide. Blends well into the surrounding area providing a nearly invisible repair. A truly 
multi-purpose topcoat for those small repairs and finishing needs. Low odor and fast drying. 
 
Advantages: 
 Easy to use. 
 Excellent adhesion; blends well. 
 Durable, resistant water clear finish. 
 Multi-purpose topcoat for small repairs. 

Characteristics: 
Weight per gallon:  8.55 - 8.60 lbs/gal 
Solids % (wt):  27.16 - 28.46 
Solids % (vol):  24.98 - 25.92 
Dry time:  Air dry @ 72º F, 35% relative humidity 
 To touch:  5 minutes 
 To handle or recoat:  10 minutes 
Coating VOC’s:  2.13 - 2.21 lbs/gal (255.73 – 265.94 g/l)  
Material VOC’s:  .728 - .798 lbs/gal (87.40 – 95.80 g/l) 
VHAP’s:  0.008 - 0.016 lbs Hap’s/lbs solids 
Package Life:  1 Year 

HMIS:  Health – 2, Flammability – 1, Reactivity – 0, Personal Protection - X 

Specifications: 

DIRECTIONS: Shake well before using. Test marker on a hidden area. To start flow press sponge 
applicator down on hard surface and apply slight pressure to tube. Apply in even strokes. 
Multiple coats will produce better results. 

Safety cautions:  WARNING! Causes eye and skin irritation. Harmful if inhaled. Vapor 
harmful.  See Material Safety Data Sheet (MSDS) for complete information and First Aid.  For 
industrial use only.  KEEP OUT OF REACH OF CHILDREN!  

CONTAINS:  Water, proprietary resin, glycol ether DPM, acrylic, isopropanol, propylene glycol.   

MSDS:  If Material Safety Data Sheet is required, contact: 
Mohawk Finishing Products 
Division of RPM Wood Finishes Group, Inc. 

P O Box 22000 
Hickory, NC  28603 
Phone: 1-800-545-0047 

 
Fax:  1-800-721-1545 
Website:   www.mohawk-finishing.com
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